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DUAYEN AS - 148  

EPOXY PRIMER 
 
PRODUCT 

 

DUAYEN AS-148 is two components, solvent free, low viscosity epoxy based primer. 

 

 

PRODUCT DESCRIPTION 

 

AS-148 EPOXY Primer is designed for use as a primer on mineral substrates such as 

concrete and cementitious screed with DUAYEN floor coating systems. 

Used for sealing the concrete surfaces by filling into the minute cracks and fissures, thereby 

blocks the pores, preventing eventual air release from the substrate, so that the subsequent 

coating applied on the primed surface cures without any blow holes. 

 

PRODUCT ADVANTAGES 

 

- High performance of penetration and overcoat ability 

- Tough & Durable 

- Easy to apply 

- Seals pores and capillaries and is effective primer for porous asphalt and concrete 

- Enhance excellent adhesion of epoxy high solids products on porous substrates 

- Efficient dust removal  

- Reduces blistering and swelling defects in DUAYEN epoxy flooring systems 
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TECHNICAL PROPERTIES 

 

 

Color   :  transparent 

Density  (20°C) : 1,05 ±0,5 g/cm³ 

Mixing Ratio  :   2:1  

Open Time :   at 25 °C 30-45 minutes   (variable depending on humidity and                  

temperature)                                      

Drying Time  :   5-6 hours  

Mechanical strength :  after 24 hours 

Chemical Resistance :  after 7 days 

Hardness (Shore D) : 60 

 

Consumption               : 0,200- 0,250 kg/m² (subject to substrate porosity)  

Application temperature: 10⁰ C - 30 ⁰ C  

 

                                 

APPLICATION 

 

All surfaces must be clean, dry and free from oil, grease. Before application, hardener (second 

component) is mixed with first component and stirred well to get homogenous mixture. The 

application time is 30-45 min depending on temperature and humidity. Under normal 

conditions, curing is 2 to 3 hours and drying time is 24 hours. 

AS-148 EPOXY Primer is simple and easy to apply by brush or roller. On very porous 

surfaces, a second coat of AS-148 EPOXY Primer will be required. A second coat will also be 

needed when used as a dust proofing sealer.  
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PACKAGING 

 

 

 
12 kg   (8+4 ) 

24 kg   (16+8) 

 

SHELF LIFE 

 

AS-148 EPOXY Primer can be kept for minimum 12 months in the original unopened 

package at a temperature of +5°C and +25°C in dry places. Once opened package should be 

used immediately. 

 

 

HEALTH AND SAFETY 
 

 As long as normal good practice is observed AS-148 EPOXY Primer can be safely 

used. 

 Good ventilation should be provided in closed areas. 

 Protective goggles and gloves should be worn. 

 Splashes in the eyes must be washed out with plenty of water and get medical 

assistance.  

 Fresh splashes on the skin may be washed away with warm water and soap. 

For further details, please consult respective MSDS. 

 

Notes:  The information, and, in particular, the recommendations relating to the application and end-use of Duayen products, are given in 

good faith based on Duayen's current knowledge and experience of the products when properly stored, handled and applied under normal 

conditions in accordance with Duayen’s recommendations. In practice, the differences in materials, substrates and actual site conditions are 

such that no warranty in respect of merchantability or of fitness for a particular purpose, nor any liability arising out of any legal 

relationship whatsoever, can be inferred either from this information, or from any written recommendations, or from any other advice 

offered. The user of the product must test the product’s suitability for the intended application and purpose. Duayen reserves the right to 

change the properties of  its products. The proprietary rights of third parties must be observed. All orders are accepted subject to our 

current terms of sale and delivery. Users must always refer to the most recent issue of the  Product Data Sheet for the product concerned, 

copies of which will be supplied on request. 



 


